HYUNDAI

CLASS

H7575SI

SPECIFICATIONS

BE H757SSV
ROY—=2H AR 75"
AMEETE mm 1649.664 x 927.936
EEFGE 3840 x 2160
TARYRL 16:9
B2 1.078
ISR $ERE (cd./m) 2500
aVhSRRE 1200:1
ISERRE (SUP GTG) 8
HEA 178° /178° ((l'q(/ ‘
Water
amFa (B 50.000
VSRS LED
ISEEE (SUB) 50 7 100
ST AB—TTAR USB2.0
FODES
i AYFRE Permanent (protected by glass)
‘A& PCT
AR 1xVGA | 3xHDMI | 1xPC Audio | 1xRS232C | 1xIR | 1xUSB(MMP) |
BE MPEG-2 | MPEG-4
Media
Player [EEd JPEG | PNG | BMP
(UsB)
X MP3
EE 100 - 240V AC
HEEN &R 750W (Without PC)
BN
HBEA 1hoT3 0.25W
HEEBN E—4— 1.2KW / Peak1.7KW DIMENSIONS
BEZRH AT L Yes ) ‘
[unit: mm | [inch]]
BEE—4—2 R T L Yes
HhE BIEHSR Yes (8mm = 3mm + 3mm AR Glass)
RIS Yes déaan BTt
Bt H— Yes [ ]
REEHIR (B1FEF) °C -30 ~ 50
REHR % 20 - 80 |
EERIR i
RERIR GERE) C -40 " 60 Sy |
OSDEE 12 Lang B |
FAKBEEE | 1P P66
RE3 Wx HxD mm 1255 x 2255 x 230
Foh— M10 wedge anchor (8 pcs) _ |
B8 B2 (ke) 252
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