HYUNDAI

SPECIFICATIONS

Q757MSI

BE Q757MSI
ROY—rH AR 75"
AMEET & mm 1649.7 x 927.94
EERERE 3840 x 2160
TARYRL 16:9
RTE 1.078
AtV % $BRE (cd./m) 3000
VRS AR 1200: 1
ISR (SUR GTG) 8
REH 178° /178°
e (Fefd) 50.000
AS/ R0 LED
ISERE (RUR) 50 ~ 100
ST A2B—TTA R USB2.0
R — BYFIRE Permanent (protected by glass)
B A E PCT
AR 1xVGA | 3xHDMI | 1xPC Audio | 1xRS232C | 1xIR | 1xUSB(MMP) |
BE MPEG-2 | MPEG-4
Media
leasy;)r [E JPEG | PNG | BMP
=E MP3
BE 100 - 240V AC DIMENSIONS
_ HEEH &% 750W (Without PC) [ Unit :mm [inch] ]
e HEBN 1hUTI 0.3W
1803 212.7
HEBN be—4— 600W / Peak850W [70.98] [8.37]
BEZERLRTL Yes
B#E—5—2RT L4 Yes -
HEE BIEASR 8mm (AR) 8
RETRHIEALER Yes
BREttEH— Yes
REEHIRR (B1FEF) °C -30 ~ 50
REHIE % 20 - 80 D D f'
BERE - .
REHIR GERE) °C -40 ~ 60
OSDEE 12 Lang , D D
WikIGEE | 1P 1P65 :
ik W x Hx D mm 1803 x 1081 x 212.7
8 EE (ka) 165
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